
How to Replace Fuel Filter 
Mercedes 1999 E320 Sedan 
 
I just changed the fuel filter on my car. It took about one hour, with the necessary parts at 
hand. It is recommended to replace the fuel filter every two years. 
 
Parts you need: 

- Bosch OEM fuel filter 

 
- Generic hose clamps. Any auto part store. Clamps are sold for Fuel Injection 

systems. Buy two sizes 13-15mm and 14-16mm, 4 each. 

 
 
The fuel filter is located under the car, driver side, behind the rear Jack slot. Do not use 
an electric lamp under the car. The area should be well ventilated. Use heavy-duty gloves 
to protect yourself from fuel leak. Have water or fire extinguisher handy. Use a pan for 
fuel drip. 
 
1. Jack up the rear of the car, and put it on a stand under the rear wheel. With the jack 

under the car, working in that area will be difficult and dangerous. 



 
2. A plastic cover hides the filter. It is located right behind the jack slot. Remove 3 

plastic bolts and remove the cover. Use No. 10 socket wrench. 
 

   
 
3. The filter has 4 hoses attached to it. Before removing them, open the gas tank cap to 

relieve pressure in the system. You do not need any other step to relieve the pressure. 
There will be fuel drip from the hoses, 

 
 
4. Prepare a pan for gasoline spurting and leaking. You also need a pincher or plier to 

shut off the fuel drip from the tank hose. 
5. Remove the clamps. You need a plier. Pry off the clamps at the area the two sides grip 

each other. 



  
 
6. Remove a screw that holds the fuel filter in place in bracket. 
 
7. Remove each hose with the help of a plier. The last hose should be the thickest hose, 

in the center of the fuel, toward the front of the car. Prepare to close it off as soon as it 
comes off. It will continue to drip fuel from the tank. 

 
 
8. Once the filter is free, slide it off through the holding bracket. Slide in the new filter. 
9. Put the hoses back on. Start with the hoses toward the front of the car. Use your new 

clamps. Use size 14-16mm for the thick tank hose, and 13-15mm for the other two. 
The fourth hose does not need a clamp. 

   



 
10. Tighten all the clamps. 

 
 
11. Clean the area, Do not install the cover yet. Wipe off any gasoline on the ground, and 

remove any pan. Close and tighten the gas tank cap. 
12. Start the engine and let idle for a few minutes. At first, it will need a few more 

seconds before it starts (to get the fuel into the system again). 
13. After a couple of minutes, the engine should run normally. Check under the car and 

the filter for any leakage. 
14. Shut off the engine. Install the plastic cover. Remove the jack stands. You are done. 


