
AR27.00-P-0270AK Filling automatic transmission with fluid 20.1.10

Transmission 722.8 in MODELS 169.0 /3, 245.2

Illustrated on model 169.008
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93a Plate
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P27.00-2231-03 P27.00-2232-03

Illustrated on model 169.008
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011 Funnel 

P27.00-2233-01

Modification notes

14.3.05 Filling capacity *BF27.00-P-1001-01E

Remove/install  

Risk of injuryDanger!  to skin or eyes caused by Depressurize the hydraulic system AS00.00-Z-0013-01A

hydraulic fluid spraying out under high completely before starting any work on the 
pressure. Risk of poisoning  caused by system. Wear protective clothing and safety 
swallowing hydraulic fluid. glasses.

Absolute cleanliness is essential when 

working on the transmission. Before opening 
the hydraulic system, thoroughly clean the 
area surrounding the separation point. Only 
lint-free cleaning cloths may be used. Even 
the smallest dirt particles in the hydraulic 

components can negatively effect the 
function of the transmission and lead to a 
breakdown.
When performing repairs, always wear 
gloves lined with rubber that are oil resistant 

and non fibrous.
The transmission components are to be 
stored in a clean environment. To this end it 
is advisable to cover up the components or 
to store them in a clean plastic case with a 

cover

1 Stand vehicle on a level surface

2 Open engine hood
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3 Unlock cap (93)  Break off plate (93a) using a suitable tool 
and press out locking pin (93b) remaining in 
cap (93) downwards.

Installation:  Use new locking pin (93b). 
Ensure that the locking pin (93b) latches in 
the cap (93).

Adding transmission oil

4 Detach cap (93) from oil filler pipe (2)

5 *140589496300 Connect funnel (010) to oil filler pipe (2)  

6 *126589126300 Connect funnel (011) to  funnel (010)  

7 Fill with transmission oil  Fill with as much transmission oil as was 
drained. It is essential to suction off excess 

transmission oil with the  hand pump. 
Insufficient and excessive quantities of oil 
result in malfunctions and transmission 
damage.

*210589007100 Hand pump

*BF27.00-P-1001-01E

8 Install in the reverse order

Risk of accident Secure vehicle to prevent it from moving by Danger!  caused by vehicle starting AS00.00-Z-0005-01A 
off by itself when engine is running. Risk of itself.
injury Wear closed and snug-fitting work clothes. caused by contusions and burns 
during starting procedure or when working Do not grasp hot or rotating parts.

near the running engine

9 Check the transmission oil level AR27.00-P-0100AK In order to avoid damage to the 
transmission, it is absolutely essential to 
follow the work procedure and the 
Specifications for Operating Fluids.

Automatic transmission

Number Designation Transmission 

722.8

BF27.00-P-1001-01E Filling when refilling transmission Liters 5,7
capacity

when refilling transmission and Liters 6.0
converter

When completely refill transmission, Liters 6,25
converter and cooling system (without 
external transmission oil cooler 
upstream of radiator)

When complete refilling transmission, Liters 6,5
converter and cooling system (with 
external transmission oil cooler 
upstream of radiator)

when changing the oil (without Liters 4,0
lowering the converter)

when changing the oil (and lowering Liters 6.0
the converter)

Specifications for Operating Fluids Sheet BB00.40-P-0236-20A

126 589 12 63 00 140 589 49 63 00 210 589 00 71 00

Funnel Filling pipe Hand pump
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